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Above Ground Temporary Electrical Service – Westar Standard SS – 81.0 

Address:  Contractor:  Permit #  The following checklist is not allThe following checklist is not allThe following checklist is not allThe following checklist is not all----inclusive.  Other code related requirements may be included in this inspection.inclusive.  Other code related requirements may be included in this inspection.inclusive.  Other code related requirements may be included in this inspection.inclusive.  Other code related requirements may be included in this inspection.    
OK 

Yes No  n/a 

     

SS – 81.0 Does pole meet all the 

Westar requirements for height, 

dimensions (5”x5”), burial depths, 

etc. and required outriggers? Note 

discrepancies of their standard, if 

service complies with NEC than add 

notes to meter release. They will 

enforce that part of the standards. 

 

 

OK 

Yes No  n/a 

     

NEC 230.24(b) Is the “Drip Loop” at 

or above 10ft? 

OK 

Yes No  n/a 

     

Has a ground rod (listed 8ft x ½” 

dia.) been properly installed with 

the correct size GEC (typically #8 

for a 100A Service)?  Note 6 req. a 

#6, Westar and Bldg. Ser. have not 

enforced that requirement. #8 is 

approved for a 100A service. 

 

 

OK 

Yes No  n/a 

     

Are the Service Entrance 

Conductors the correct size (SS-31.0 

requires a #3 copper, Westar and 

Bldg Serv. Have always accepted a 

#4, per table 315.15(B)(6) and have 

the correct insulation for the 

atmospheric conditions (310.13)?  

i.e. UV and or damp or wet location. 

 

 

OK 

Yes No  n/a 

     

408.6 & 312.2(A)   Is the Panel and 

any associated disconnects rated for 

damp or wet locations? 

 

  

DRAFT 
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OK 

Yes No  n/a 

     

527.6(A) &(B) Do all branch circuits 

supplying power to the construction 

site have GFCI Protection?  GFCI 

protection is required to all 

receptacles. 

 

OK 

Yes No  n/a 

     

 

Notes: 

  
Date   Inspector   

 


